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UNITED KINGDOM CERTIFICATION OF FOREIGN 
AIRCRAFT OF MTWA NOT EXCEEDING 5700 kg 


—, 
oO | Introduction 


1.1 Applicants for the UK certification of aircraft of foreign 
design and construction should be aware that in accordance 
with the requirements of BCAR, Section A, Chapter A2-4, all 
such aircraft, irrespective of their size, will normally be subject 
to investigations by the CAA in order to establish, taking into 
account their design, construction, modification standard and 
original certification basis, that a level of airworthiness 
equivalent to that provided by United Kingdom airworthiness 
standards has been achieved. The CAA will also require 
knowledge of the arrangements for post-certification design 
support in order to be satisfied that this airworthiness standard 
may be expected to be sustained after certification. 


1.2 This Notice gives information, additional to that contained 
in Chapter A2-4, on the investigations which the CAA will 
need to make prior to the certification of aircraft the 
Maximum Total Weight Authorised (MTWA) of which does 
not exceed 5700 kg. 


Y 2 Types for Which a UK Type Certificate or Certificate 
of Airworthiness Has Not Previously Been Issued 


2.1 Design Investigation — General 


2.1.1 The CAA investigation will be directed primarily to 
areas where the airworthiness standards as applied by the 
original certificating Authority may not, in the view of the 
CAA, be equivalent to the UK airworthiness standards as 
reflected in BCAR, CAA Airworthiness Notices, etc. 
Compliance with the requirements of the UK air navigation 
legislation in respect of mandatory equipment will also 
be investigated. 
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2.1.2 The extent and depth of the CAA design investigation 
will vary according to the design features of the aircraft 
(including in particular the type of power-plant — see 
~paras. 2.2-and 2.3) and the UK certification category(ies) 
requested ‘i.e. Transport, Private, Aerial Work, or Special 
Category). 


2.1.3 As a result of its design investigation, the CAA may 
prescribe Additional Requirements or Special Conditions, 
and the certificating Authority of the country of origin may 
be asked to certify that compliance with such Additional 
Requirements or Special Conditions has been established. 


2.2 Design Investigation — Piston-engined Aircraft 


2.2.1 Conventional piston-engined aeroplanes the MTWA of 
which does not exceed 2730 kg in any Category and not 
exceeding 5700 kg in the Private Category or Aerial Work 
Category, and conventional piston-engined rotorcraft the 
MTWA of which does not exceed 2730 kg in the Private 
Category or Aerial Work Category, which have been 
designed, constructed and certificated, and are likely to be 
supported, to airworthiness standards which the CAA 
accepts as being broadly equivalent to UK standards will 
normally be investigated in depth only in respect of appro- 
priate CAA Airworthiness Notices, and of Statutory re- 
quirements concerning noise certification and items of 
equipment and their installation, including, in particular, 
radio equipment and radio installations. 


NOTE: In the context of this paragraph the present certification 
standards of the USA are considered by the CAA to be broadly 
equivalent to UK standards. Special attention will, however, be paid 
to the consequences of failures of, and within, the electrical generating 
system. 

2.2.2 Aircraft as specified in 2.2.1 but having unconventional 
design features or which are pressurised, or are intended for 
aerobatics may be the subject of more detailed investigation, 
particularly in respect of matters related to these features. 


2.2.3 For piston-engined aircraft not specified in 2.2.1 or 
2.2.2 the general principles of 2.1 will be applied. 


2.3 Design Investigation—Turbine-engined Aircraft In applying 


the general principles of 2.1, turbine-engined aircraft in any 
certification category will be subjected to investigation in 
depth, particularly in regard to the design of the engine instal- 
lation and other aspects which are commonly associated with 
the use of turbine engines (e.g., relatively high maximum 
airspeed and maximum operating altitude and related flying 
qualities). 
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2.4 Performance and Flight Manual 


2.4.1 According to the category of certification for which 
application is made, adequate performance information 
shall be made available to the CAA for scheduling in the 
applicable UK Performance Group. 


2.4.2 Five copies of the Flight Manual or Pilots Operating 
Handbook, as appropriate, are required to be submitted in 
accordance with Chapter A6-1 in adequate time for CAA 
consideration. 


2.5 CAA Flight Testing 


2.5.1 Regardless of the extent of the design investigation, 
an aircraft of the same design standard as that submitted 
for certification shall be placed at the disposal of the CAA 
in order that its test pilots may :— 


(a) Become familiar with the flight. characteristics of the 
aircraft. 
(b) Gain information for use in preparing CAA Air- 
worthiness Flight Test Schedules. 
2.5.2 In addition the CAA may:— 


(a) For aircraft other than those covered by 2.2.1, carry 
out any flight tests considered necessary to confirm 
compliance with such United Kingdom Additional 
Requirements and Special Conditions as may have 
been prescribed provisionally as conditions of United 
Kingdom certification, and to establish any further 
Special Conditions which may need to be prescribed. 


(b) For aircraft covered by 2.2.1, carry out any flight tests 
considered necessary to assess any special features 
investigated in accordance with 2.2.2. 


2.6 Post Certification Design Support by Manufacturer and 
Certification Authority Unless the CAA is already aware 
of them, confirmation will be required of the manufacturer’s 
and his certification authority’s, arrangements for -providing 
the necessary continuing airworthiness support after certifi- 
cation. 


Change of Category Where a piston-engined aeroplane 
the MTWA of which is between 2730 kg and 5700 kg, or a rotor- 
craft the MTWA of which does not exceed 2730 kg has been 
investigated only for certification in the Private or Aerial Work 
Category(ies) and application is subsequently made for certifi- 
cation in the Transport Category, further design investigation 
and flight testing will normally be necessary, as a result of which 
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the CAA may -prescribe further Additional Requirements or 
Special Conditions with which the certificating Authority of the 
country of origin may be asked to establish compliance. 


Series Aircraft Where an aircraft type has already been 
certificated inthe UK, Series aircraft may, normally, be accepted 
without further technical investigation. However, for an aircraft 
to be accepted as a Series aircraft, it is essential that it, and its 
equipment, should be demonstrated as being substantially 
similar to another aircraft of the type or variant thereof accepted 
for UK certification; significant differences must be identified 
and may necessitate further investigation. 


Application and Procedure 


5.1 Application in accordance with Section A, Chapter A2-4, 
should be made sufficiently in advance of the required certifi- 
cation date to allow time for the CAA investigations (includ- 
ing approval of the Flight Manual, see 2.4) to be completed. 


5.2 Reference should be made to relevant Sections of the 
current CAA Scheme of Airworthiness Charges (see CAA 
Airworthiness Notice No. 25). The CAA will, on request, 
provide an estimate of the costs of an investigation, particularly 
where visits to a foreign constructor are involved. 


Cancellation This Notice cancels ARB Notice No. 15, 
Issue 2, dated Ist April, 1971. 


$C. Cape ~ 


for the Civil Aviation Authority. 
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Airworthiness Division, 


Brabazon House, 
Redhill, Surrey RH1 1SQ. 
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